


DEVELOPMENT HIGHLIGHT
CARNIVAL GREEN AFFORDABLE HOUSING DEVELOPMENT 

BREAKING GROUND ON THE 4TH AND FINAL PHASE 

Carnival Green is a full-title residential development in Carnival, 
Ekurhuleni, Johannesburg.  We are currently breaking ground on the 
4th and final phase of this exciting development which is ideally located 
close to all social amenities, and comprises of 290 high quality afforda-
ble housing units.  Including the previous three phases, the develop-
ment as a whole comprises of almost 800 homes.

Our development methodology has been successfully applied in cities 
and towns across South Africa where affordable residential develop-
ments are required to tackle huge demand. By combining our research 
methodology, data analysis, development management and construc-
tion management skills and experience, the affordable housing 

segment of our portfolio continues to perform strongly, and is a force 
that continues to mould the horizons of South Africans in cities and 
towns across the country. 

Urban 4site has partnered with all of the leading South African com-
mercial banks to offer their clients facilities for the purchase of units in 
this development. All units are being constructed on a plot and plan 
basis.   

As part of our Corporate Social Initiatives (CSI) Programme, the major-
ity of the construction sub-contractors, suppliers and site personnel are 
locally-based entities and individuals. 

An Urban 4site Property Group CompanyPLI NYIMBANE
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SITE PLAN



R 587 000

Unit type 1
2 Bedroom, 1 Bathroom 45.12m²

FROM:

Optional Extras

 R 350 per sqmFloor covering and skirtings

 R 60 000Single Garage

 R 3 500 per bathroomComplete Wall Tiling - Bathroom

R 3 000 per meterBuilt in cupboards - Kitchen Wall 

 R 3 200 per meterBuilt in cupboards - Kitchen Floor

 R3 700 per meterBuilt in cupboards - Bedrooms

FLOOR PLAN



R 597 613

Unit type 2
2 Bedroom, 1 Bathroom  48.92m²

FROM:

Optional Extras

 R 350 per sqmFloor covering and skirtings

 R 60 000Single Garage

 R 3 500 per bathroomComplete Wall Tiling - Bathroom

R 3 000 per meterBuilt in cupboards - Kitchen Wall 

 R 3 200 per meterBuilt in cupboards - Kitchen Floor

 R3 700 per meterBuilt in cupboards - Bedrooms

FLOOR PLAN



R 637 312

Unit type 3
3 Bedroom, 1 Bathroom 55m²

FROM:

Optional Extras

 R 350 per sqmFloor covering and skirtings

 R 60 000Single Garage

 R 3 500 per bathroomComplete Wall Tiling - Bathroom

R 3 000 per meterBuilt in cupboards - Kitchen Wall 

 R 3 200 per meterBuilt in cupboards - Kitchen Floor

 R3 700 per meterBuilt in cupboards - Bedrooms

FLOOR PLAN



R 662 608

Unit type 4
3 Bedroom, 2 Bathroom  62m²

FROM:

Optional Extras

 R 350 per sqmFloor covering and skirtings

 R 60 000Single Garage

 R 3 500 per bathroomComplete Wall Tiling - Bathroom

R 3 000 per meterBuilt in cupboards - Kitchen Wall 

 R 3 200 per meterBuilt in cupboards - Kitchen Floor

 R3 700 per meterBuilt in cupboards - Bedrooms

FLOOR PLAN



R 715 383

Unit type 5
3 Bedroom, 2 Bathroom  67.5m²

FROM:

Optional Extras

 R 350 per sqmFloor covering and skirtings

 R 60 000Single Garage

 R 3 500 per bathroomComplete Wall Tiling - Bathroom

R 3 000 per meterBuilt in cupboards - Kitchen Wall 

 R 3 200 per meterBuilt in cupboards - Kitchen Floor

 R3 700 per meterBuilt in cupboards - Bedrooms

FLOOR PLAN



R 760 000

Unit type 6
3 Bedroom, 2 Bathroom  74.8m²

FROM:

Optional Extras

 R 350 per sqmFloor covering and skirtings

 R 60 000Single Garage

 R 3 500 per bathroomComplete Wall Tiling - Bathroom

R 3 000 per meterBuilt in cupboards - Kitchen Wall 

 R 3 200 per meterBuilt in cupboards - Kitchen Floor

 R3 700 per meterBuilt in cupboards - Bedrooms

FLOOR PLAN



FLOOR PLAN

R 779 900

Unit type 7
3 Bedroom, 2 Bathroom  80m²

FROM:

Optional Extras

 R 350 per sqmFloor covering and skirtings

 R 60 000Single Garage

 R 3 500 per bathroomComplete Wall Tiling - Bathroom

R 3 000 per meterBuilt in cupboards - Kitchen Wall 

 R 3 200 per meterBuilt in cupboards - Kitchen Floor

 R3 700 per meterBuilt in cupboards - Bedrooms



SITE WORKS:

ROOF:

GENERAL:

FOUNDATIONS:

SUPERSTRUCTURE:

SPECIFICATION

1

2

Houses will be constructed to comply with the requirements of the National Building Regulations, the NHBRC and relevant by-laws of the Local Authority. 

 Specifications must be read in conjunction with the house plans and will take precedence over the house plans should any conflict arise. 

1

2

3

4

20 Mpa reinforced concrete raft foundation as per Engineers design on clean well compacted filling.

Top of slab to be powerfloated to a smooth finish.

Slab to be minimum 150mm above final shaped ground level.

Shape ground level 2.0m wide around house to fall away at 1:50 min.

1 Remove all vegetable matter for an area up to 2.0m wider than the perimeter of the footprint of the house.

1

2

3

4

5

6

7

140mm external walls, 140mm internal walls in solid Maxi cement bricks minimum 7Mpa in class 2 mortar.

75 x 2.8mm thick brick reinforcing to every 3rd course in external walls and internal walls. Brick reinforcing to every row above window height in external walls and every row below windows.  

375 micron damp proof course under walls.

Internal walls to be built up above ceiling level.

Pre-cast concrete window cills as per detail.

Lintols to be built in over all window frames, dooframes and openings with a minumum of 250mm bearing either side of the opening .

Internal walls to be tied to external walls by means of metal lathing as per NHBRC.

1

2

3

4

5

6

7

Timber pre-fabricated engineer designed roof trusses with a min 26o pitch and timber sprockets.

Trusses to be tied to walls with 20mm x 1.6mm galvanised straps nailed to walls in every  brick course 6 deep except over windows where strap to be nailed 4 courses deep. 

Coverland Taurus roof tiles or similar on Lafarge roofing undertile membrane.

Fibre cement bargeboards on gable ends.

Chromadek gutters 100 x 75 with 75 dia downpipes, colour "White Lion" to be provided to eaves. 

Pre-cast concrete rainwater shoe to be fitted below each downpipe.

Two tile overhang on eaves and 300mm overhang on gables.



FLOOR FINISHES:

DOORFRAMES AND DOORS: 

WINDOW FRAMES:

PAINTING:

CEILINGS:

WALL FINISHES:

1

2

3

Front door to be 8 panel hardwood meranti in a double rebate pressed steel doorframe for p.b.s.. Back door to be hardwood “meranti” flush back door in a steel pressed frame. 

All internal doors to be hollow-core masonite type suitable for painting in pressed steel doorframes.

Bottom end plates to frames to prevent frames twisting when braces are removed.

1

2

3

 Aluminium window frames as shown on plan.

Clear sheet glass in thickness as prescribed by the NBR to all windows with obscure glass to all bathroom and toilet windows.

Window frames to be manufactured from FX7 profiles.

1

2

3

4

5

One coat wood float plaster with terrolean finish to external walls.

One coat wood float plaster with terrolean finish to all internal walls.

150mm smooth plaster band around all window and door frames to the external formed by a joint in plaster.

Ceramic wall tiling ± 200mm high splashback above the worktop in the kitchen. Tile code ST1 CPH 33A by CTM.

Ceramic wall tiling ± 200mm high splashback above  wash hand basin and bath splashbacks and full to bath side. Tile code ST1 CPH 33A by CTM. 

1 No floor coverings allowed for in the house.

1

2

6,4mm gypsum plaster board ceiling with bishop strips and 76 x 76mm gypsum covered cornice fixed to a 38 x 

38 sap timber battens, all for paint finish.

 One trapdoor provided in bathroom, close to geyser.

1

2

3

4

5

6

7

8

9

10

All preparation and painting to be carried out in strict accordance with the manufacturer’s specification.

External Walls / Plaster Band– One coat Dulux trade Alkali resistant primer, two coats Dulux trade 70 Midshee as per colour option. 

Internal Walls – One coat Dulux trade Alkali resistant primer, two coats Dulux trade 70 Midsheen, colour "White".

 Ceilings – One coat Dulux Fillercoat, two coats Dulux BergerMaster Contractors P.V.A.., colour "White".

Metal Frames – One coat Dulux primer for steel, one coat Dulux trade universal undercoat, two coats Dulux High Gloss Enamel, colour "Brilliant White". 

Internal Doors – One coat Dulux primer for wood, one coat Dulux trade universal undercoat, two coats Dulux high gloss enamel, colour "Brilliant White". 

External Doors – Three coats Dulux Woodgard ext / int Timbavarnish, colour "Teak".

Exposed Roof Timber – Three coats Dulux Timber Preservative, colour "Teak".

Bargeboards and fascia’s – One coat Dulux trade Alkali resistant primer, two coats Dulux trade 70 midsheen, colour "White". 

Plinth to be painted same colour as plasterband 4 courses high.

SPECIFICATION



IRONMONGERY:

PLUMBING:

ELECTRICAL:

1

2

3

4

5

Internal doors to be fitted with standard two lever chrome plated mortice locksets and chrome plated handles.

External doors to be fitted with standard four lever chrome plated mortice locksets and brass plated handles.

1m long chrome plated towel rail.

Double rail curtain track over all windows.

Chrome plated toilet roll holder.

1

2

3

4

5

6

7

8

9

10

All light fittings to be fitted with energy saving globes.

 All external light fittings to be water tight bulkhead type fittings.

Electrical installation to comply with all requirements of the local authority and with SABS 0142 - Wiring of premises. All work must be done under supervision of a registered electrician. 

60 Amp installation with pre-paid meter and distribution board.

One double plug to each bedroom and lounge, with a double and single plug to kitchen.

One light to every room and above external doors, except living room area which is to have 2 lights.

One stove point with isolator.

One geyser point with isolator.

 All internal light fittings to be white glass bowl type bulkhead fittings.

Conduit into roof for TV antennae cable to wall lounge.
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2

3

4

5

6

7

8

15mm brass hose-bib tap over gulley.

50mm uPVC waste piping from sanitary point.

Provide reseal flexible traps to all washbasins, sinks and baths.

110mm PVC sewer pipe from house to municipal connection.

15mm galvinized / copper piping chased into walls to all sanitary points.

One concrete gulley to be installed.

20mm Polycop water pipe from water meter to house.

All rodding and inspection eye’s to be secured with concrete surrounds.

SPECIFICATION



KITCHENS:

SANITARY FITTINGS:

AVAILABILITY OF MATERIALS: 

TERRAIN WORKS:

1

2

3

4

5

4

5

6

WHB -  Vaal Hibiscus basin incl. fixation bolts. Flexi connectors and 32mm cobra 303 waste with plug.

WC - Vaal Hibiscus close couple suite. Lux 2000 toilet seat. Cobra 832-10 MC angle valve.

Sink Tap -. Cobra MI-266/041/10 wall type. sink mixer and 40mm cobra 316 waste with plug.

Geyser -   150L Chromagen Solar geyser panel and tank SABS approved.

Basin Taps - 1 x pair of Cobra MI-211-15 pillar taps.

Bath Taps -  1 x pair of Cobra MI-216-15 bibtaps with 059-15 extension piece.

Bath - 1700mm Plexicor Induna bath, white with  handles. 40mm cobra 316 CP waste with plug. 40mm reseal bath trap and overflow .

Garden Tap - A brass bibtap to be installed over gulley. 

1
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3

4

5

6

7

Carcasses to be fitted with a backing. 

Sinktops - Dominox Stainless Steel Single end Bowl - Drop- In

Worktops - Formica Moss Granite 32mm postformed

Kickplate - Black Melamine

Handles -Chrome D-Handle

 Carcasses and Exposed Sides - White Melamine

Doors - White Melamine - Bishops range with 2mm grey hi-impact rigid pvc edging

1

2

The property will be levelled to the extent as determined by the Developer. A 2m wide strip of instant grass will be laid to the footprint of the house .

 The balance of the property will be raked and cleaned of all building rubble

1,2m high diamond mesh fence erected to all boundaries with the exception of the street boundary.

1 All materials herein specified are subject to availability. Should any materials not be readily available, the Developer may use his own discretion to use 

 the nearest or similar material available.

SPECIFICATION



SHOWHOUSES TO VIEW 7 DAYS A WEEK!

CONTACT US

www.urban4site.co.za

Office:  083 702 5122
Stanley:  082 806 8898
Siya:   082 806 0158

An Urban 4site Property Group CompanyPLI NYIMBANE


	Carnvial Sales Document 2020
	Carnvial Development Highlight Document Cover
	Carnvial Sales Document 2020

